


Features

A

United States
Tel: 901.252.8
Fax: 901.252.1A4 www.tnb.com

United States
Tel: 901.252.8000
Fax: 901.252.1354

Canada
Tel: 450.347.5318
Fax: 450.347.1976 

Technical Services
Tel: 888.862.3289

Channel with bolt holes
9⁄16" dia. holes on 11⁄2" centers for 11⁄2" bolts.
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Kindorf® 11⁄2"
All holes line up — all the time.

15⁄8" Strut
7⁄8" holes cause misalignment.

Stud nut saves time, reduces labor —
like having an extra pair of hands.

Holes in fittings also line up.

Cuts come where they should

Fastening on bolt hole side

Fastening on slot side.

Clamping nut or hex head nut may be
used for attachment and security of fittings

to either side of channel.

Spring nut holds in position without
support. Inserts easily in channel and
sets automatically — cannot rotate.
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Why Kindorf® 11⁄2" Channel Saves You 
Inventory Dollars

Fewer Pieces Do More Work

By making equal use of the back of the channel, the sides of the
channel (B-995 see page A25) and the open slot, your options are
increased. Combine this with three simple fittings that are 1d" wide
and have 1d" hole layout, and you have the simplest and most
versatile Channel System on the market today.
By stocking a single channel system and only 3 angle fittings, 
a multitude of jobs can be done.
With fewer pieces doing more work, ordering efficiency is increased
and investment dollars are decreased. 

Any way you look at it — Kindorf® strut can save you money.

One Kindorf® B-916
Three-Hole Connector Will Do

By simply stocking 
B-995 pre-punched

channel and three angle
fittings, a great number
of joints can be made.

Let the modular 11⁄2" dimension work for you in saving labor 
and inventory dollars.

One Kindorf® B-915
Two-Hole Connector Will Do

One Kindorf® B-917
Five-Hole Connector Will Do
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